
     

เบเยอร ์พรเีมีย่ม ซลิโิคน ซลี
ซลิโิคนพรเีมีย่ม สารพดัประโยชน์

คณุลกัษณะของผลติภณัฑ์ เบเยอร ์พรเีมีย่ม ซลิโิคน ซลี เป็นกาวซลิโิคน 100% คณุภาพสงู ชนดิไมม่กีรด กลิน่ไมฉุ่น เหมาะส าหรับใชใ้นงานอตุสาหกรรม 

รถยนต ์ไฟฟ้า อเิล็กทรอนกิส ์โลหะทกุชนดิ สขุภัณฑ ์อา่งอาบน ้า อา่งลา้งจาน รางน ้า หลังคา งานกอ่สรา้งถังโลหะ ผนังอาคาร 

เป็นตน้ สามารถยดึเกาะไดด้เียีย่มกบัพืน้ผวิหลายประเภท เชน่ กระเบือ้ง แกว้ เซรามกิ อลมูเินยีม เหล็ก ซงิก ์หรอื ไม ้

คณุประโยชน์ เบเยอร ์พรเีมีย่ม ซลิโิคน ซลี มคีณุประโยชนด์ังนี้

 - เนือ้ซลิโิคน 100%

 - กลิน่ไมฉุ่น

 - ยดืหยุน่สงู ยดึเกาะดเียีย่ม ทนตอ่รังสยีวูี

คณุสมบตัทิางกายภาพ
• ประเภทของสี : ซลิโิคน เรซิน่

• เฉดสี : ใส, ขาว, ด า, เทา

• ความถว่งจ าเพาะ : 1.03±0.05

• ระยะเวลาแหง้ (ที ่23 องศาเซลเซยีส)

    แหง้สมัผัสได ้(ASTM C679) : 5 - 20 นาที

• การไหลยอ้ย (ASTM C639) : ไมม่ี

• ความแข็งแบบชอร ์เอ (ASTM C661) : >20

• ความตา้นแรงดงึ (ASTM D412) : 1.6 เมกะปาสคาล

• อตัราการยดืตัวจนขาด (ASTM D412) : 500%

• TVOC* (CDPH V1.2) : <0.5 มล./ม
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• การเรง่การเสือ่มสภาพดว้ยสภาพอากาศ : ดเีลศิ

• การเกดิรอยรา้ว ที ่70ºC เป็นเวลา 21 วนั : ไมม่ี

  (ASTM C1246)

• การเกดิฝุ่ นผง ที ่70ºC เป็นเวลา 21 วนั : ไมม่ี

  (ASTM C1246)

• อตัราการใชง้าน : 280 มล. : 2.8 ม. (รอ่งขนาด 1x1 ซม.)

• อณุหภมูยิงิกาว** : -10ºC ถงึ +40ºC

• อณุหภมูใิชง้าน : -50ºC ถงึ +150ºC

* ทดสอบตามวธิมีาตรฐานของกระทรวงสาธารณสขุแหง่รัฐแคลฟิอรเ์นยี  (CDPH) v1.2

** การยงิกาวทีอ่ณุหภมู–ิ10ºC นัน้ท าไดถ้า้พืน้ผวิวสัดแุหง้และปราศจากน ้าแข็งเกาะ กาวซลิโิคนจะเสือ่มคณุภาพ ถา้ใชง้านที่

    อณุหภมูสิงูสดุ อยา่งตอ่เนือ่งเป็นเวลานานๆ

วธิกีารใชง้าน
• อปุกรณ์ : ปืนยงิ

• การเตรยีมพืน้ผวิ : พืน้ผวิจะตอ้งแหง้ สะอาด ปราศจากคราบมัน ฝุ่ นละออง สิง่สกปรกตา่งๆ และตอ้งขจัดคราบกาวเกา่ออกใหห้มด

• วธิกีารใชง้าน : ตัดปลายหลอดเล็กนอ้ย และสวมจกุเขา้กบัหลอด

: ใชป้ลายหลอดสมัผัสรอยตอ่ทีต่อ้งการซอ่มแซม บบีปืนกาวใหเ้นือ้ผลติภัณฑเ์ต็มรอ่ง แลว้ปาดใหเ้รยีบภายใน 10-20 นาที

: เชด็ท าความสะอาดผลติภัณฑส์ว่นทีเ่กนิจากรอยตอ่ทีซ่อ่มแซมแลว้ ดว้ยฟองน ้าหรอืผา้ชบุน ้าหมาด

• การท าความสะอาด : กาวทีย่ังไมแ่หง้สามารถท าความสะอาดดว้ยสารละลาย เชน่ ไซลนีหรอืโทลอูนี กาวทีแ่หง้แลว้ใหข้ดูหรอืลอกออก

• ขอ้ควรระวงั : ไมแ่นะน าใหใ้ชผ้ลติภัณฑก์บังานกระจกส าหรับอาคารสงู งานยดึตดิโครงสรา้งทีต่อ้งรับน ้าหนักมาก งานทีต่อ้งแชจุ่ม่อยูใ่นน ้า

  ตลอดเวลา หรอืงานทีต่อ้งทาสทัีบหนา้

ขนาดบรรจุ : หลอดพลาสตกิขนาด 280 มลิลลิติร

การเก็บรกัษา : สนิคา้มอีาย ุ15 เดอืน นับจากวนัผลติ เมือ่เก็บทีอ่ณุหภมูไิมเ่กนิ 30°C ในทีแ่หง้และมอีากาศถา่ยเททีด่ี และหลกีเลีย่งแสงแดด

  โดยตรง

ความปลอดภยัและสขุอนามยั : หา้มรับประทานหรอืสดูดม เก็บใหพ้น้มอืเด็ก ความรอ้น และเปลวไฟ

: ใชง้านภายใตส้ภาวะทีเ่หมาะสม มกีารระบายอากาศเพยีงพอ ไมค่วรท างานบนพืน้ผวิทีร่อ้นหรอืกลางแสงแดดจัด ไมค่วรท าในวนั

  ทีม่คีวามชืน้สงูหรอืฝนตก

: หลกีเลีย่งการสมัผัสผวิหนังโดยตรง ขณะใชง้านแนะน าใหส้วมอปุกรณ์ป้องกนั เชน่ ถงุมอื หนา้กาก และควรลา้งเครือ่งมอืทันททีี่

  ท างานเสร็จ

: ถา้สมัผัสดวงตาใหล้า้งดว้ยน ้าปรมิาณมาก และไปพบแพทย์

ขอ้มลูทางวชิาการ

ปรบัปรงุเม ือ่คร ัง้ที ่2 : มถินุายน 2567

หนา้ : 1 จาก 1

เบเยอร ์พรเีมีย่ม ซลิโิคน ซลี

ส าหรบัภายนอกและภายใน

ขอ้มลูทางวชิาการ



     TECHNICAL DATA SHEET

BEGER Premium Silicone Seal

100% Neutral Silicone multipurpose sealant
Product Description Beger Premium Silicone Seal, a high quality 100% neutral cure silicone sealant, odorless has properties of 

non-corrosive to metals. It suitably uses for industrial sealing and bonding i.e. automotive, electrical and electronics 

industry, all types of metal, sanitary ware, bathtube, sink, guttering, roofing, metals tank construction, wall cladding, 

etc. It also offers excellent adhesion on various substrates i.e. tile, glass, ceramics, aluminum, steel and non-oily 

woods.

Feature & Benefits : Beger Premium Silicone Seal has the following benefits,

 - 100% neautral silicone, non-corrosive to metals

 - Odorless

 - High-elasticity, excellent adhesion with UV resistance

Technical Information

• Appearance     √ Silicone resin

• Shade     √ Clear, White, Black, Grey

• Specific Gravity     √ 1.03 ± 0.05

• Dry Time (@23'C and 50% HR) 

  (ASTM C679)

  :- Skin time     √ 5-20 minutes

• Sag or Slump (ASTM C639)     √ Nil

• Hardness Shore A (Cured) ASTM C661     √ >20

• Tensile Strength ASTM D412     √ 1.6 MPa

• Elongation at Break ASTM D412     √ 500%

• TVOC* CDPH V1.2     √ 0.5 mg/m
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• Accelerated Ageing and Weathering     √ Excellent

• Cracking, 70oC for 21 days ASTM C1246     √ None

• Chalking, 70oC for 21 days ASTM C1247     √ None

• Estimated coverage     √ 280 ml. : 2.8 m. (joint width 1x1 cm.)

• Application Temperature**     √ -10ºC to +40°C

• Service Temperature     √ -50ºC to +150°C

*Tested according to California Department of Public Health (CDPH) Standard Method v1.2

**Application of sealant at -10o°C is permissible if the surface is dry and free of frost. The silicone sealant will 

  deteriorate  if  subjected to this temperature on a continuous basis.

Application

• Appearance  - Manual or pneumatic gun

• Surface preperation  - Surfaces must be completely dry, clean, free from grease, dust and other contamination. It is a must to remove 

   old sealant before application.

• Instruction  - Cut a very small opening at the tip of the nozzle and pop the tube of silicones into a caulking gun.

 - Apply a thin strip of silicone along the gap you want to fill, try to be as neat as possible and quickly smoothen

   the areas within 10 - 20 minutes.

 - Remove any remaining traces of sealant with sponce or damp cloth.

• Cleaning  - Uncured sealant can be cleaned with solvent such as Xylene or Toluene. Cured sealant must be removed by 

   mechanical tools. 

• Cautions  - Not recommend to use the product with structural glazing, load-bearing structure, continuous submersion under 

   water or  re-coating areas.

Handing and Storage  - Shelf-life 15 months from date of manufacture, when store in a dry and ventilation condition below 30
o
C. Avoid

   to direct sunlight. 

 - 280 ml polyethylene cartridge.

Health and safety : Please observe the precautionary notices displayed on the container. Use under well ventilated conditions. Do 

  not breathe or inhale mist. Avoid skin contact. Spillage on the well flushed with water and medical attention 

  sought immediately.

: For detailed information on the health and safety hazards and precautions for use of this products, we refer to 

  the Material Safety Data Sheet.

Disclaimer : This information in this data sheet is given to the best of our knowledge based on laboratory testing and practical 

  experience. However, as the product is often used under conditions beyond our control, we cannot guarantee 

  anything only the quality of  the product itself. We reserve the right to change the given data without notice.
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